T Motor V505 KV260
SKU: 1402993
Detail information┊ Specifications┊
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62% 47.67 4288 0.86 1754 7165 | 836.19 513
64% 47.65 4502 0.90 18.81 7332 896.11 5.02
66% 47.62 4721 0.94 20.07 7500 | 955.79 494
68% 47.60 4927 0.98 2142 7669  1019.57  4.83
70% 47.56 5149 1.02 22.88 7817  1087.99 = 473
80% 47.40 6292 7125 30.61 8580 145123 434
90% 47.20 7349 147 39.85 9291  1881.00 3.91
100% 46.93 8741 1.76 52.93 10075 248387  3.52

Notes: Motor temperature is the motor surface temperature aftering running on 80% for 10 mins.
(Based on T-MOTOR test benches), all data are for reference only. T-MOTOR reserves the right of final interpretation. )
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Please check that your package contains all the above items before use, If something is missing, please contact online customer service
or leave message to onlinesales@tmotor.com
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V505 Kv260

Model No./ Kv

©55.6%38.9

Motor Size (mm)

Anti-rust treatment;

Ctatar Torhnalnou
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180" C high temperature-resisting coatings

Configuration 24N28P
Shaft Diameter (mm) IN:6 OUT:4
Bearing Imported 69622
Magnet Temperature Resistance Grade ClassE150T
Lead (mm) 16AWG*600
Enamelled Wires Temperature Resistance Grade Class C220T
Col Withdraw Voltage 500v/55
Rotor Dynamic Balance Standard <smg
[3 P45
KV Value K260 EEARE 125 (4.2vs1) 142-52V
Recommendation
Idle Current (18V) 15A ESC Recommendation FLAME 60A 125
Peak Current (A) 52A/Continuous 1805 Propeller Recommendation P16%5.4/P17%5.8
Max. Power (W) 2500W/Continuous 180s 21%

Internal Resistance (mQ) 58

[ErTEEE @ (2558 Weight (incl.cables))

Package Weight (g) 600g

ltemNo. Prop  Throttle V"('\'n"ge Th(;‘“
40% 47.92 1892
42% 47.92 2052

2 Operating
Torque  Current Inputpower ~ Efficiency
RPM Temperature
~Nm @ [ () i
0.31 6.13 5509 293.65 6.44
0.32 6.62 5698 317.36 6.47




